
Metalografická píla PRESI Mecatome T215 
Metalographic cutting machine PRESI Mecatome T215 

Kompaktná automatická metalografická píla 
s mikroposuvom a programovateľným 
motorizovaným posuvom v troch osiach 
a rôznymi prípravkami pre úchyt materiálov pri 
rezaní.  

 

Compact automatic metallographic micro-
cutting machine with three programmable 
motorizes axes with various accessories and 
holders for materials during cutting operations. 

 

Parametre Parameters 

• Ovládanie joystickom a dotykovým panelom 

• Motorizovaný posuv v troch osiach 

• Laser pre presné rezanie 

• Možnosť automatického rezania alebo 
manuálnej kontroly procesu 

• Módy: pulzný posuv v osi Y alebo Z a ich 
kombinácia, stupňovité rezanie, oscilovanie 
kotúča,... 

•  Výkon: 2200 W 

• Control by joystick and touchscreen panel 
• Motorized movement in three axes 

• Laser for precise cutting 

• Option to cut in automatic mode or manual 
control of the cutting process 

• Modes: pulse movement in Y or Z axes or 
combination, progressive combined cutting, 
oscillating cutting wheel, … 

• Power: 2200 W 

Laboratórium (miestnosť) Laboratory (room) 

Laboratórium chemickej analýzy a prípravy 
materiálov (VC 1.20) 

Laboratory for chemical analyses and 
preparation of materials (VC 1.20) 

Zodpovedná osoba Responsible person 

Ing. Daniel Kajánek, PhD. 

 


